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 4.2. CONNECTION TO ADJACENT ROOMS

To join two rooms, Ger�or recommends using a threshold pro�le. The threshold could be made of wood or metal. Various thresholds are available 
from manufacturers such as DINAC and ROMUS among others.

�410� LAYING GRADUS CARPET TILES & PLANKS

Refer to the applicable standard: NF DTU 53.1 P1-1 dated 12 November 2016.

   3.6. LAYING TILES & PLANKS

After the full waiting time for the adhesive, fit the first tile/plank where the axes intersect.

• Lay down the tiles/planks in a pyramid pattern along the guidelines on the floor.

• Make sure the tiles/planks are grouted properly, with joints butted tightly, and then smooth them.

   3.7. CUTTING TILES & PLANKS

For cuts around the edges, adjust so that the edge tiles are greater than or equal to half a tile/plank. Scribing is 
used to cut the edges:

• Position the tile/plank to be cut (B) on the last full tile/plank laid (A).

• Take a full tile/plank to use as a gauge (C) and then lay it upside down on the tile/plank to be cut,

pressing on the partition (wall).

• Mark the tile/plank to be cut (B) along the edge of the gauge using a cutter with a straight blade.

• To trim the protruding fibres, use ROMUS velvet scissors Ref. 93870

• Cut off the tile/plank to be laid neatly and then fit it into place.

   4.1. EXPANSION JOINTS IN SUBSTRATE

• Joints without a difference in levels: ROMUS profile CJ 20-5 or equivalent may be suitable.

• Joints with overlay profile: the profile is fitted over the floor covering and is secured on one side only.


